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CDP-1020A/700A

CDP-1020C

CDP-1020H/700H

CDP-1020AD

■ Specification
 • Power source : DC14.5V
 • Flush mounted type
 • 10.2", 7" wide color LCD
 • Wiring : LAN(CAT. 5e) or Dedicated line
 • Dimension : 318 X 215 X 18(61)(mm)

■ Specification
 • Power source : DC14.5V
 • Flush mounted type
 • 10.2" wide color LCD
 • Wiring :  LAN(CAT. 5e) or Dedicated line
 • Dimension : 318 X 215 X 18(61)(mm)

■ Specification
 • Power source : DC14.5V
 • Flush mounted type
 • 10.2", 7" wide color LCD
 • Wiring : LAN(CAT. 5e) or Dedicated line
 • Dimension : 345 X 242 X 20(61)(mm)

■ Specification
 • Power source : DC14.5V
 • Flush mounted type
 • 10.2" wide color LCD
 • Wiring : Dedicated line
 • Dimension : 318 X 215 X 18(61)(mm)

Features
iF Design Award & Aluminium panel
Control : Gas valve, Lighting, Curtain / Management : 
Parking, Delivery, Visitor / Security : Fire, Burglar, 
Gas leakage / Function : Door answering & monitoring, 
Door release, GUI, Telephone, Home service, Touch screen

Features
Charming wall pad
Control : Gas valve, Lighting, Curtain / Management : 
Parking, Delivery, Visitor / Security : Fire, Burglar, 
Gas leakage / Function : Door answering & monitoring, 
Door release, GUI, Telephone, Home service, Touch screen

Features
Three color choice / Control : Gas valve, Lighting, 
Curtain / Management : Parking, Delivery, Visitor / 
Security : Fire, Burglar, Gas leakage / Function : Door 
answering & monitoring, Door release, GUI, Telephone, 
Home service, Touch screen

Features
iF Design Award & Aluminium panel
Control : Gas valve, Lighting, Curtain / Management : 
Parking, Delivery, Visitor / Security : Fire, Burglar, 
Gas leakage / Function : Door answering & monitoring, 
Door release, GUI, Telephone, Home service, Touch screen, 
Video DCP  connectable

Multi big house

Multi big house

Multi big house

Multi big house

|   Wall pad   |

|   Wall pad   |

|   Wall pad   |

|   Wall pad   |

Local 
Server

DB
Server Server

Server Server Server
Server

WEB
Server

SMS
Server

Contents
Server

CTI
Server

Mobile
Server

ARS

CDP-1020AB

Kitchen

Entrance

Bath Room

Bed Room

Home Network System | Home Control  |  Home Security  |  Communication  |
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CCCCCHHHHHSSSSS---11100002222200000CCCCCWWWWWWW ■ Specification
 • Power source : DC14.5V
 • Wall surface mounted type
 • 10.2" wide color LCD
 • Wiring : LAN(CAT. 5e)
 • Dimension : 318 X 215 X 18(61)(mm)

Features
Charming wall pad
Management : Parking, Delivery, Visitor
Security : Fire, Burglar, Gas leakage
Function : Door answering &
monitoring, Door release, GUI, Touch screen

Multi big house|   WWWWWWWaWaaaalllllll p ppp ppaaadddddaa    ||

CCCCHHHHSSS--7770000000MMMMTTTT
■ Specification
 • Power source : DC14.5V
 • Flush mounted type
 • 7" wide color LCD
 • Wiring : LAN(CAT. 5e)
 • Dimension : 308 X 213 X 23(64)(mm)

Features
7”standard Home Network wall pad
Management : Parking, Delivery, Visitor
Security : Fire, Burglar, Gas leakage
Function : Door answering &
monitoring, Door release, GUI, Touch screen

Multi big house
|   WWWWWWWaWaaaalllllll p ppp paaaaddddda    ||

CCCCCHHHHHSSSS--11110000222220000AAAAAABBBB ■ Specification
 • Power source : DC14.5V
 • Flush mounted type
 • 10.2" wide color LCD
 • Wiring : LAN(CAT. 5e)
 • Dimension : 318 X 215 X 18(61)(mm)

Features
iF Design Award & Aluminium panel
Management : Parking, Delivery, Visitor
Security : Fire, Burglar, Gas leakage
Function : Door answering &
monitoring, Door release, GUI, Touch screen

Multi big house
|  |   WWWWWWWaWaaaallllll ppp p p ppaaaaaddddd    ||

CCCCHHHSSS--111000222000AAAWWW///777000000AAAAWWWWW((SSS)) ■ Specification
 • Power source : DC14.5V
 • Wall surface mounted type
 • 10.2", 7" wide color LCD
 • Wiring : LAN(CAT. 5e)
 • Dimension : 318 X 215 X 18(61)(mm)

Features
iF Design Award & Aluminium panel
Management : Parking, Delivery, Visitor
Security : Fire, Burglar, Gas leakage
Function : Door answering &
monitoring, Door release, GUI, Touch screen

Multi big house
|   WWWWWWWaWaaaalllllll p ppp ppaaadddddaa    ||

CCCCHHHHSSS--1100002222000HHH ■ Specification
 • Power source : DC14.5V
 • Flush mounted type
 • 10.2" wide color LCD
 • Wiring : LAN(CAT. 5e)
 • Dimension : 345 X 242 X 20(61)(mm)

Features
Three color choice
Management : Parking, Delivery, Visitor
Security : Fire, Burglar, Gas leakage
Function : Door answering &
monitoring, Door release, GUI, Touch screen

Multi big house
|   WWWWWWWaWaaaalllllll p pp pppaaadddddaa    ||

Home Security System | Home Security  |  Home Management  |  Communication  |

Guard station unit Lobby phone

Recommended Products

DRC-500S DRC-600SCDS-MVL
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CAV-706D

CAV-707AM(AM1/AM2)

■ Specification
 • Power source : AC100-230V
 • Flush mounted type or
  Wall surface mounted type
 • 7" wide color LCD
 • Wiring : 12 wires
 • Dimension : 
  308 X 200 X 45 (mm)

■ Specification
 • Power source : DC14.5V
 • Flush mounted type
 • 7" wide color LCD
 • Wiring : 12 wires
 • Dimension : 
  308 X 200 X 20(61)(mm)

Features
Monitoring / Talk with a visitor / 
Monitoring a visitor at individual camera / 
Talk between households / Telephone function / 
Door lock release / Security

Features
Touch GUI / Compatible with 1.8GHz wireless
telephone/Monitoring / Talk with a visitor / 
Monitoring a visitor at individual camera / Talk between 
households / Telephone function /Monitoring image of a 
visitor when being away / Door lock release / Security / 
All-put out lights / Additional to subphone

Touch GUI

Multi big house

Multi big house

|   7" Color Monitor   |

|   7" Color Monitor   |

CAV-503D ■ Specification
 • Power source : DC 14V
 • Flush mounted type
 • 5" wide color LCD
 • Wiring : 12 wires
 • Dimension : 
  279 X 205 X 17(82)(mm)

Features
Monitoring / Talk with a visitor /
Monitoring a visitor at individual camera /
Talk between households /
Door lock release / Security

|   5" Color Monitor   |
Multi house

4

4

4

8
C

2

4

4

8

8

88

4

4

4

8
C

222

4

4

8

8

88

Home Automation System |  Customization of Operating Parameters  |  Unlimited Households  |
|  Various Design of Products  |  Total Security Management  |

NEWNEW
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CAV-501D ■ Specification
 • Power source : DC 14V
 • Flush mounted type
 • 5" color LCD
 • Wiring : 12 wires
 • Dimension : 263 X 220 X 23(82)(mm)

Features
Monitoring / Talk with a visitor /
Monitoring a visitor at individual camera / 
Talk between households /
Telephone function / Door lock release /
Security

|   5" Color Monitor   |
Multi house

CAV-51SD ■ Specification
 • Power source : AC100~240V, 18W
 • Wall surface mounted type
 • 5" color LCD
 • Wiring : 12 wires
 • Dimension : 323 X 165 X 56(mm)

Features
Monitoring / Talk with a visitor / Monitoring a visitor at 
individual camera /  Talk between households /
Telephone function / Door lock release / Security / 
Handset type

|   5" Color Monitor   |
Multi house

APV-481L ■ Specification
 • Power source : AC100-240V, 18W
 • Wall surface mounted type
 • 4" B/W Flat CRT
 • Wiring : 12 wires
 • Dimension : 213 x 220 x 58(mm)

Features
Monitoring / Talk with a visitor /
Monitoring a visitor at individual camera / 
Talk between households /
Telephone function / Door lock release /
Security

|   B/W video door phone  |
Multi house

AP-481LN ■ Specification
 • Power source : AC100-240V, 6W
 • Wall surface mounted type
 • Wiring : 10 wires
 • Dimension : 195 X 135 X 50(mm)

Features
Talk with a visitor / Talk between households /
Telephone function / Door lock release / Security / 
Handset

|   Audio door phone  |
Multi house

Guard station unit Lobby phone

Recommended Products

DRC-500LC/RFDRC-481LC/RF DRC-600LC/RFCDS-MVDSC
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Max. 4 Lobby Panels 
connectableX 4 

4

4

3 6

4

4

4

8

444

44

6

4

4

3

CAV-35GN

CAV-50GN

CAV-70GA

DRC-GAC

CDS-4GS

CDS-4GS

AP-3GP

APV-4GP2

DRC-GAC/GAB

CAV-35GN

CAV-35GH

■ Specification
 • Power source :DC Adaptor(12V / 1A)
 • Flush mounted type
 • RFID Card :  13.56Mhz (Optional RF function)
 • Wiring : UTP(CAT. 5e)
 • Dimension : 123 X 314 X 50(mm)

■ Specification
 • Power source : AC 110~220V
 • Wall surface mounted type
 • 3.5" color LCD
 • Wiring : UTP(CAT. 5e)
  (Common 6wires + Guard 2wires)
 • Dimension : 192 X 209 X 31(mm)

■ Specification
 • Power source : AC 100~240V, 50/60Hz
 • Wall surface mounted type
 • 3.5" color LCD
 • Wiring : UTP(CAT. 5e)
  (Common 6wires + Guard 2wires)
 • Dimension : 133 X 209 X 31(mm)

Features
Registering up to 3 RF cards per each household / 
Max. 4 Lobby Panels connectable / Separate wires for Guard 
connection / Guard Call and Talk(1 CH) / 
House call by household number / 
Distance : Max. 300 Meter / OSD Menu
 

Features
LED Back Light / Talk with a visitor / No Coaxial Cable 
required for Video / Monitoring a visitor at Individual camera /
Guard Station Talk(1 CH) / Lobby phone Talk(1 CH) / 
Guard Call and Door release(Lobby & Door camera) / 
Door lock release / OSD Menu

Features
LED Back Light / Talk with a visitor / No Coaxial Cable 
required for Video / Monitoring a visitor at Individual camera / 
Guard Station Talk(1 CH) / Lobby phone Talk(1 CH) / 
Guard Call and Door release(Lobby & Door camera) / 
Door lock release / OSD Menu

Multi house

Multi house

Multi house

|   Lobby Phone   |

|   3.5" Color Monitor   |

|   3.5" Color Monitor   |

From first lobby 
panel to the last 
household :
Max. 300m

Max. 4 Lobby Panels 
connectableX 4 

4

4

3 6

4

4

4

8

44

44

6

4

3

CAV-35GN

CAV-50GN

CAV-70GA

DRC-GAC

CDS-4GS

CDS-4GS

AP-3GP

APV-4GP2

Gate View Series |   C o n n e c t a b l e  i n d i v i d u a l  C a m e r a   |  
|  1 Cable system(UTP Cable) |  Up to 99 households  | 

DR-3Q
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CAV-70GA ■ Specification
 • Power source : AC 100~240, 50/60Hz
 • Wall surface mounted type
 • 7" wide color LCD
 • Wiring : UTP(CAT. 5e)
  (Common 6wires + Guard 2wires)
 • Dimension : 243 X 168 X 35(mm)

Features
LED Back Light / OSD Menu / Talk with a visitor / No 
Coaxial Cable required for Video / Monitoring a visitor 
at Individual camera / Guard Station Talk(1 CH) / 
Lobby phone Talk(1 CH) / Guard Call and Door release
(Lobby & Door camera) / Door lock release

|   7" Color Monitor   |
Multi house

CAV-50GN ■ Specification
 • Power source : AC 100~240, 50/60Hz
 • Wall surface mounted type
 • 5" color LCD
 • Wiring : UTP(CAT. 5e)
  (Common 6wires + Guard 2wires)
 • Dimension : 259 X 126 X 37(mm)

Features
LED Back Light / Talk with a visitor / No Coaxial Cable
required for Video / Monitoring a visitor at Individual camera / 
Guard Station Talk(1 CH) / Lobby phone Talk(1 CH) / 
Guard Call and Door release(Lobby & Door camera) / 
Door lock release 

|   5" Color Monitor   |
Multi house

APV-4GP2 ■ Specification
 • Power source : AC 100~240, 50/60Hz
 • Wall surface mounted type
 • 4" B/W flat CRT
 • Wiring : UTP(CAT. 5e)
  (Common 6wires + Guard 2wires)
 • Dimension : 189 X 208 X 53(mm)

Features
Talk with a visitor / OSD Menu /
No Coaxial Cable required for Video / 
Monitoring a visitor at Individual camera / 
Guard Station Talk(1 CH) / Lobby phone Talk(1 CH) / 
Guard Call and Door release(Lobby & Door camera) / 
Door lock release

|   B/W video door phone   |
Multi house

AP-3GP ■ Specification
 • Power source : AC 100~240, 50/60Hz
 • Wall surface mounted type
 • Wiring : UTP(CAT. 5e)
  (Common 4wires, Guard 2wires,
   Door unit 3 wires)
 • Dimension : 94X185X38(mm)

Features
Door release for Individual & Lobby door / 
Talk with Visitor from Individual & Lobby unit

|   Audio door phone   |
Multi house

DR-3Q ■ Specification
 • Power source : DC 12V
 • Flush mounted type
 • Wiring : 3wires(Polarity)
 • Dimension : 213 x 220 x 58(mm)

Features
Door unit for AP-3GP

|   Door unit  |
Multi house

CDS-4GS ■ Specification
 • Power source : DC 12V, 1A
 • Wall surface mounted type, 
  table type
 • Wiring : UTP(CAT. 5e)
 • Dimension : 196 X 135 X 50(mm)

Features
Intercom with In-house unit / Intercom with Lobby phone / 
Door release for Lobby door

|   Guard unit  |
Multi house
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CAV-35HM

CAV-35NM

■ Specification
 • Power source : DC24~28V, 5A
 • Wall surface mounted type
 • 3.5" color LCD
 • Wiring : 6 wires
 • Dimension :
  133 X 209 X 31(mm)

■ Specification
 • Power source : DC24~28V, 5A
 • Wall surface mounted type
 • 3.5" color LCD
 • Wiring : 6 wires
 • Dimension :
  192 X 195 X 31(mm)

Features
Additional 2 subunits connectable /
Sub-monitors need an extra power source. / 
Door lock release

Features
Additional 2 subunits connectable /
Sub-monitors need an extra power source. / 
Door lock release

Multi big house

Multi big house

|   3.5” Color Monitor   |

|   3.5” Color Monitor   |

Multi-entry System | 1 Cable system(UTP Cable)   |   Up to 2,400 Households  |  
|  I n - h o u s e  u n i t  f r o m  a u d i o  t o  v i d e o |

6

6
6

6

66

6

6

6

6

8

8

8

8 8 8

8
8

8
8

8

8

88

88 88 8

6

666

6
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CAV-51AM

APV-4PM

DRC-OSC/OSB

DRC-nSC/nSB

CCU-FS

CCU-OS

CAV-51M

AP-5HM

DRC-MSC/MSB

DR-nSB

CCU-BS

CDS-2MG

■ Specification
 • Power source :DC24~28V, 5A
 • 5" color LCD
 • Wiring : 6 wires
 • Dimension : 245 X 175 X 45(mm)

■ Features
Additional 2 subunits connectable / 
Sub-monitors need an extra power source. / 
Door lock release

■ Specification
 • Power source :DC24~28V, 5A
 • 4" B/W flat CRT
 • Wiring : 6 wires
 • Dimension : 196 X 220 X 59(mm)

■ Features
Additional 2 subunits connectable / 
Sub-monitors need an extra power source. / 
Door lock release

■ Specification
 • Power source :DC24~28V
 • Wiring : 8 wires
 • Dimension : 140 X 341 X 30[44](mm)

■ Features
Connect up to 4 multi-entry / 
Door release by personal identity number. / 
Talk with guard

■ Specification
 • Power source :DC24~28V
 • Wiring : 8 wires
 • Dimension : 140 X 341 X 30[44](mm)

■ Features
Connect up to 4 multi-entry panel per building
/ Talk with guard / Connect all multi-entry 
pannels with main distributor(CCU-BS)

■ Specification
 • Power source : DC24~28V, 5A
 • Wiring : CCU-FS to in-house unit : 6 wires
 • Dimension : 159 X 88 X 59(mm)
 • Distance : 1)CCU-BS to last CCU-FS  
  : 200m /  2)Wiring can be used with one  
  UTP cable(CAT 5.) to entry panel.

■ Specification
 • Power source : DC14, 3A
 • Wiring : CCU-OS to CCU-BS : 8 wires
        CCU-BS to DRC-MSC/MSB : 8 wires
 • Dimension : 300 x 200 x 52(mm)
 • Distance : 1)CCU-BS to CCU-OS :
                           400m
                         2)Wiring can be used with  
                           one UTP cable(CAT 5.) 
                           to entry panel.

■ Specification
 • Power source :DC24~28V, 5A
 • 5" color LCD
 • Wiring : 6 wires
 • Dimension : 245 X 175 X 45(mm)

■ Features
Additional 2 subunits connectable / 
Sub-monitors need an extra power source. / 
Door lock release

■ Specification
 • Power source :DC24~28V, 5A
 • Wiring : 5 wires
 • Dimension : 94 X 185 X 40(mm)
  Hand ste : 94 X 259 X 55(mm)

■ Features
Additional 2 subunits connectable / 
No need for additional power source. / 
Door lock release / Talk with a visitor

■ Specification
 • Power source :DC24~28V
 • Wiring : 8 wires
 • Dimension : 140 X 341 X 30[44](mm)

■ Features
Connect up to 4 multi-entry / Door release by
personal identity number. / Talk with guard 
/ Connect all multi-entry panels with main 
distributor(CCU-BS)

■ Specification
 • Power source :DC24~28V
 • Wiring : 6 wires
 • Dimension : 140 X 341 X 30[44](mm)

■ Features
Connect up to 4 multi-entry panel per building
/ Talk with guard / Connect all multi-entry 
pannels with main distributor(CCU-BS)

■ Specification
 • Power source :DC24~28V, 5A
 • Wiring : CCU-BS to CCU-FS : 8 wires
 • Dimension : 159 X 88 X 59(mm)
 • Distance : 1)CCU-BS to last CCU-FS   
 : 200m / CCU-BS to entry panel, within   
 20m on normal power operation (Using   
 separate power supply maximum of up   
 to 100m) 2)Wiring can be used with one   
 UTP cable(CAT 5.) to entry panel.

■ Specification
 • Wiring : 2 wires
 • Dimension : 196 X 135 X 50(mm)
           Hand set : 196 X 200 X 50(mm)

■ Features
Talk with household / Talk with common
entrance / Door lock release

AP 5HM

■
Ad
Su
Do

U FS U BS
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CCCDDDVVV--77222BBBXXXMMM///BBXXSSS

CCCDDSSS-SSDDDXXX

■ Specification
 • Power source : AC100V-240V, 50/60Hz, 25W
 • Wall surface Mounted type
 • 7" wide color LCD
 • Wiring : 4wire to Camera / 4wire to interphone
 • Dimension : 314 X 173 X 44(mm)
 • Distance : 50m

■ Specification
 • Power source : DC12V
 • Dimension : 300 X 200 X 51mm
 • Video/Audio : 4/1
 • Monitoring, recording : 120 / 100

Features
iF Design Award
Connectable 4 dect-phones(option) /
Door lock release & talk with a visitor /
Intercommunication

Features
Built-in 4-channel full D1 real-time stand alone DVR / 
H.264 H/W Codec / Triplex / Event call / 
Network monitoring via web site

Luxury Shop, Office
Factory, Warehouse
Multi big house
Single house, etc.

||   Secccuuriityy VVViddeeoo  DDooorrpphhonnee   |

||   CCCCCCTTVVVV++DDDVVRR   |

CDS-SDX

Features
[CCTV & DVR]
+ Up to 4 CCTV cameras
+ Monitors show and DVR record the scene of 
   CCTV camera when sensor is activated.
+ Real time recoding (CCTV camera) & playback
+ H. 264 Compression

[ALARM]
+ 4 security zone by sensors
+ Alert to the designated phone 

[Door Access]
+ Up to 2 door cameras
+  Door release
+  Monitoring & talk with a visitor

CDS-SDX

CDV-72BXM

CDV-72BXS

CDV-72BXSCDV-72BXS

CCTV Camera Sensor

Door Camera

2C

6

6

6

4

4

Smart View X T o t a l  S e c u r i t y  &  c o m m u n i c a t i o n  S y s t e m
(CCTV Camera + Alarm Sensor + DVR + Door Access + Network)
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CDV-1020AQ

CDV-1020AQ

■ Specification
 • Power source : 
  AC100V-240V, 50/60Hz, 25W
 • 10.2" wide TFT LCD with GUI
 • Wiring : 4wire to Camera
 • Dimension : 318 X 215 X 18[61](mm)
 • Distance : 50m to camera
 • Image record : NTSC:68cut,PAL:58cut

Features
iF Design Award & Aluminium panel
User friendly GUI & Touch screen display /
Connectable 4 dect-phones & 4 Cameras /
Door lock release & talk with a visitor /
Intercommunication

|    Wide Quad   |

Large house, Office, 
Factory, Institute, Hospital

4 4

CC

|
4

Smart View Series W o r l d ’ s  f i r s t  s e c u r i t y  v i d e o  d o o r p h o n e 
s e r i e s . ( 4  c a m e r a s ,  C C T V  c a m e r a )

CDV-71BQ/71BQS

CDV-71BQ

■ Specification
 • Power source : AC 100~240V, 50 / 60Hz
 • 7" wide TFT LCD
 • Wiring : Camera to CDV-71BQ : 4 wires
             CDV-71BQ to CDV-71BQS : 6 wires
 • Dimension : 314 X 173 X 53(mm)

Features
Quad screen display / Expandable
up to 2 monitors / Connectable up to 4 cameras / 
Visitor image memory(NTSC :68 cuts, PAL : 58 cuts) / 
Door answering & monitoring / Door release

|    Quad   |

House, Small apartment
complex, House with 
garden, School, Institute

4 4

CC

6

6

4

C
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CAV-72B / CDT-180

CAV-72B

CDS-4CM
(Central unit)

■ Specification
 • Power source : AC 100~240V, 50 / 60Hz
 • 7" wide TFT LCD
 • Wiring : Camera to central unit : 4 wires
                    Central unit to CAV-72B : 6 wires
                    CAV-72B to CAV-71B : 6 wires
 • Dimension : 314 X 173 X 53(mm)

Features
Dect phone up to 4 / Door answering & monitoring / 
Room to room call & pause(Expandable up to 20 monitors) 
/ Connectable up to 4 cameras / Visitor image memory
(128 cuts) / OSD interface / CCTV surveillance camera / 
Security : Burglar

|   Dect   |

Large house, Office, 
Factory, Institute, Hospital

CAV-71B

CAV-71B

■ Specification
 • Power source : AC 100~240V, 50 / 60Hz
 • 7" wide TFT LCD
 • Wiring : Camera to central unit : 4 wires
                   Central unit to CAV-71B: 6 wires
 • Dimension : 314 X 173 X 53(mm)

Features
Room to room call & Pause (Expandable up to 
20 monitors) / Handset & hands-free / 
Door answering & monitoring / Connectable up to 4 cameras / 
Visitor image memory(128 cuts) / OSD interface /
CCTV surveillance camera / Security : Burglar

|   World first   |

Large house, Office, Factory, 
Institute, Hospital, Clinic

CDS-4CM
(Central unit)

CC

44

666666 66 66 66

CC

44

666666 66 66 66

Smart View Series W o r l d ’ s  f i r s t  s e c u r i t y  v i d e o  d o o r p h o n e 
s e r i e s . ( 4  c a m e r a s ,  C C T V  c a m e r a )
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CDV-72BE/CDT-180

CDV-72BE

■ Specification
 • Power source : 
  AC 100~240V, 50 / 60Hz
 • 7" wide TFT LCD
 • Wiring : 4 wires
 • Dimension : 314 X 173 X 53(mm)

Features
Dect phone up to 4 / Door answering & monitoring / 
Connectable up to 4 cameras / Visitor image memory
(128 cuts) / OSD interface / CCTV
surveillance camera / Security : Burglar

|  Free communication  |

House, Small apartment
complex, House with garden, 
School, Institute

| Fr

4 4

CC

Smart View Series W o r l d ’ s  f i r s t  s e c u r i t y  v i d e o  d o o r p h o n e 
s e r i e s . ( 4  c a m e r a s ,  C C T V  c a m e r a )

CDV-71BE

CDV-71BE

■ Specification
 • Power source : AC 100~240V, 50 / 60Hz
 • 7" wide TFT LCD
 • Wiring : 4 wires
 • Dimension : 314 X 173 X 53(mm)

Features
Connectable up to 4 cameras / 
CCTV surveillance / OSD menu control /
Visitor image memory(128 cuts) / 
Additional interphone connectable

|   Basic  |

House, Small apartment
complex, House with garden, 
School, Institute

4 4

4

4

C

C

4

CCC

4

4
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CDV-50N ■ Specification
 • Power source :AC100~240V, 50/ 60Hz
 • Wall surface mounted type
 • 5" color LCD
 • Wiring : 4 wires
 • Dimension : 259 X 126 X 37(mm)

|   5” Color monitor  |

CDV-35N ■ Specification
 • Power source :AC100~240V, 50/ 60Hz
 • Wall surface mounted type
 • 3.5" color LCD
 • Wiring : 4 wires
 • Dimension : 192 X 195 X 31(mm)

Features
PAL, NTSC Convertable / LED Back Light / 
Up to 2 cameras, 2 monitors and 2 interphones / 
Monitoring a entrance / Talk with a visitor / Intercom 
function(DP-4VHP ) / Door lock release / Hand set

Features
PAL, NTSC Convertable / LED Back Light /
Crystal-clear video image quality / Flat surface 
for slim look / Up to 2 cameras, 2 monitors and 2 interphones / 
Monitoring an entrance / Talk with a visitor / Intercom function(DP-
4VHP ) / Door lock release

|   3.5” Color monitor  |

CDV-35H ■ Specification
 • Power source :AC100~240V, 50/ 60Hz
 • Wall surface mounted type
 • 3.5" color LCD
 • Wiring : 4 wires
 • Dimension : 133 X 209 X 31(mm)

Features
PAL, NTSC Convertable / LED Back Light / 
Up to 2 cameras, 2 monitors and 2 interphones / 
Monitoring an entrance / Talk with a visitor / Intercom 
function(DP-4VHP ) / Door lock release / Hands free

Multi house
Single house

Multi house
Single house

Multi house
Single house

|   3.5” Color monitor  |

35N

CDV-50P ■ Specification
 • Power source :AC100~240V, 50/ 60Hz
 • Wall surface mounted type
 • 5" wide color LCD
 • Wiring : 4 wires
 • Dimension : 259 X 126 X 42(mm)

Features
PAL, NTSC Convertable / LED Back Light / 
Crystal-clear video image quality / 
Flat surface for slim look / Up to 2 cameras, 2 monitors and 
2 interphones / Monitoring an entrance / Talk with a visitor / 
Intercom function(DP-4VHP ) / Door lock release

|   5” Color monitor  |
Multi house
Single house

CDV-50A(M)/51AM ■ Specification
 • Power source :AC100~240V, 50/ 60Hz
 • Wall surface mounted type
 • 5" color LCD
 • Wiring : 4 wires
 • Dimension : 245 X 175 X 46(mm)

Features
PAL, NTSC Convertable / LED Back Light / Up to 2 
cameras, 2 monitors and 2 interphones /  Monitoring an 
entrance / Talk with a visitor / Intercom function(DP-4VHP ) / Door 
lock release  
CDV-51AM : GUI / Built in image memory 128 cut / Up 
to 2 CCTV cameras, 2 cameras, 2 monitors and 2 interphones 

|   5” Color monitor  |
Multi house
Single house

CDV-50T2 ■ Specification
 • Power source :AC100~240V, 50/ 60Hz
 • Wall surface mounted type
 • 5" color LCD
 • Wiring : 4 wires
 • Dimension : 285 X 140 X 46(mm)

Features
PAL, NTSC Convertable / Compatible with PABX 
system / Telephone /  Monitoring a visitor at Individual 
camera / Talk with a visitor / Door lock release / Guard station 
talk(CLS-10 only) / Up to 2 cameras / DID function 

|   5” Color monitor  |
Multi house
Single house

|    COMMAX Video Door Phone    |     Ecology    |    Energy saving    |
|    Brightest(LED Back light)    |   Wide Choice : 3.5", 5", 7" monitor    |
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DPV-4LH

DPV-4HP2 ■ Specification
 • Power source :AC100~240V, 50/ 60Hz
 • Wall surface mounted type
 • 4" B/W Flat CRT  •  Wiring : 4 wires
 • Dimension : 189 X 208 X 53(mm)

■ Specification
 • Power source :AC100~240V, 50/ 60Hz
 • Wall surface mounted type
 • 4" B/W Flat CRT   •     Wiring : 4 wires
 • Dimension : 190 X 226 X 48(mm)

Features
Talk with a visitor / Intercom function(DP-4VHP) /
Door lock release

Features
Hands-free / Up to 2 cameras, 2 monitors and 
2 interphones /
Talk with a visitor / Intercom function
(DP-4VHP) / Door lock release

|   B/W video door phone  |

|   B/W video door phone  |

CDV-70A

CDV-71AM

■ Specification
 • Power source :AC100~240V, 50/ 60Hz
 • Wall surface mounted type
 • 7" wide color LCD
 • Wiring : 4 wires
 • Dimension : 243 X 168 X 35(mm)

■ Specification
 • Power source :AC100~240V, 50/ 60Hz
 • Wall surface mounted type
 • 7" wide color LCD
 • Wiring : 4 wires
 • Dimension : 243 X 168 X 35(mm)

Features
PAL, NTSC Convertable / LED Back Light / 
Up to 2 cameras, 2 monitors and 2 interphones / 
Flat surface for slim look / Monitoring a entrance / 
Talk with a visitor / Intercom function(DP-4VHP)

Features
PAL, NTSC Convertable / PIP(Picture in picture) ,GUI /
LED Back Light / Built in image memory 128 cut /
Flat surface for slim look / Up to 2 CCTV cameras, 2 cameras,
2 monitors and 2 interphones / Monitoring an entrance / 
Talk with a visitor / Intercom function(DP-4VHP)

|   7” Color monitor  |

|   7” Color monitor  |

Multi house
Single house

Multi house
Single house

Multi house
Single house

Multi house
Single house

DPV-4NT2 ■ Specification
 • Power source :AC100~240V, 50/ 60Hz
 • Wall surface mounted type
 • 4" B/W Flat CRT   •   Wiring : 4 wires
 • Dimension : 213X220X80(mm)

Features
Compatible with PABX system / Up to 2 cameras / 
Telephone function / DID function 

|   B/W video door phone  |
Multi house
Single house

B/W Video Door Phone

Door Camera

Recommended Products

DRC-4CH(Color)

/4BH(B/W)

DRC-403DCF

(Color)/403DF(B/W)

DRC-40CK DRC-4CG(Color)

/4BG(B/W)

DRC-40CS(Color)

/40BS(B/W)

DRC-4CP(Color)

/4BP(B/W)

DRC-4DC(Color)

/4DB(B/W)

DRC-nAC2/nAB2
(n : 2,4,6,8,10,12,14,16)

RC-nAC2/nABDRC-4MC DRC-4CH(Color) DRC-40CK RC-40CS(Color)DRC-4MC DRC-40CI DRC-403DCF DRC-4CG(Color) C-4CP(Color C-4DC(Color
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DPV-2LHD/2LHDS ■ Specification
 • Wiring : 2 wires
 • Power source : DC 17V
 • Wall surface mounted type
 • 4" B/W Flat CRT
 • Dimension : 190 X 226 X 48(mm)

Features
Easy installation with 2 wiring method in 
non-polar / Connectable up to 2 monitors 
2 cameras and 1 interphone. / 
Additional monitor unit is compatible DPV - 2LHDS /
Interphone extension available DP - 4VHP

Multi house
Single house|   2 wires   |

CDV-52AD/ADS

CDV-352HD

■ Specification
 • Wiring : 2 wires
 • Power source : DC 17V
 • Wall surface mounted type
 • 5" wide color LCD
 • Dimension : 245 X 175 X 46(mm)

■ Specification
 • Wiring : 2 wires
 • Power source : DC 24V, 1A(RF-2AS)
 • Wall surface mounted type
 • 3.5" wide color LCD
 • Dimension : 133 X 209 X 31(mm)

Features
Easy installation with 2 wiring method in 
non-polar / Connectable up to 2 monitors 
2 cameras and 1 interphone. / 
Additional monitor unit is compatible CDV- 52ADS /
Interphone extension available DP - 4VHP

Features
Easy installation with 2 wiring method in 
non-polar / Connectable up to 2 monitors 
2 cameras and 2 interphone. / 
Vivid color with LED back light / 
Crystal-clear video image quality / 
Interphone extension available DP - 4VHP

Multi house
Single house

Multi house
Single house

|   2 wires   |

|   2 wires   |

52AD/ADS

Recommended Camera

DRC-22CS DRC-22CAN

Recommended Camera

DRC-20MCDRCDRC-20MC20MC

2

2 2

4

2 2

2

2
2

4

42 4

4 2

CDV-352HD

CDV-352HD

DRC-20MC

DRC-20MC
CDV-52ADS CDV-52AD

DRC-22CSDRC-22CAN

2 Wires Video Door Phone |   2  M o n i t o r s ,  2  C a m e r a s ,  1  I n t e r p h o n e   |
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DPPVV--4PPEE22 ■ Specification
 • Power source : AC 100V-240V, 
  50/60Hz
 • 4" flat CRT
 • Wiring : Camera unit : 4 wires
                    Interphone : 4 wires
 • Dimension : 196 X 220 X 57(mm)
■ Features
Interphone extension available DP-4VHP /
Video door phone extention available 
DPV-4PB

DPPVV--4PPSS22 ■ Specification
 • Power source : AC 100V-240V, 
  50/60Hz
 • 4" flat CRT
 • Wiring : Camera unit : 4 wires
                    Interphone : 4 wires
 • Dimension : 196 X 220 X 57(mm)
■ Features
Security / Connectable Magnetic Sensors / 
Interphone extension available DP-4VHP /
Video door phone extention available 
DPV-4PB

■
S
In
V
D

DPPVV--4PPBB22 ■ Specification
 • Power source : AC 100V-240V, 
  50/60Hz
 • 4" flat CRT
 • Wiring : Camera unit : 4 wires
                    Interphone : 4 wires
 • Dimension : 196 X 220 X 57(mm)
■ Features
Up to 2 cameras / Interphone extension 
available DP-4VHP

■
U
a

DPPVV--4PPBB44 ■ Specification
 • Power source : AC 100V-240V, 
  50/60Hz
 • 4" flat CRT
 • Wiring : Camera unit : 4 wires
                    Interphone : 4 wires
 • Dimension : 196 X 220 X 57(mm)
■ Features
Up to 4 cameras / 
Interphone extension available DP-4VHP

DPPVV--4PPMMM2 ■ Specification
 • Power source : 
  AC 100V-240V, 50/60Hz
 • 4" flat CRT
 • Wiring : Camera unit : 4 wires
                    Interphone : 4 wires
 • Dimension : 
  196 X 220 X 57(mm)
■ Features
Interphone extension available DP-4VHP / 
Reviewing the image of a visitor when being 
away / Recommended product VM-64P /
Video door phone extention available 
DPV-4PB

DPPVV--4PPFF22
■ Specification
 • Power source : AC 100V-240V,  
                                   50/60Hz
 • 4" flat CRT
 • Wiring : Camera unit : 4 wires
                    Interphone : 4 wires
 • Dimension : 196 X 220 X 57(mm)
■ Features
Up to 2 cameras, 3 monitors and 
1 interphone / Connectable Magnetic 
Sensors / Reviewing the image of a visitor 
when being away / Recommended product 
VM-64P / Interphone extension available 
DP-4VHP / Video door phone extention 
available DPV-4PB

2 W
IRES / P-SERIES

2

4 4

4

4

DPV-4PF2/VM-64P

DPV-4PB DPV-4PB

MS-10

■
U
1
S
w
V
D
a

VM-64P VM-64P

DPV-4PF2/VM-64P

DPV-4PF2/VM-64P

DPV-4PF2/VM-64P

4PDPPV-4P4PF2/F2/VMVM-64644PF2/VMD ///P 4PPV 44PF2/VM4PF2/VMDD 4PPDPPVV 4PF2/VM 644PF /P 4PP 4PF2/VM 644PF24PFD

4PDPPV-4P4PF2/F2/VMVM-64644P4PF2/VMVMD ///P 4PPV 44P4P4PF2/VMVM4PF2/VMVMDD 4PPDPPVV 4PF2/VM 644PF2/P 4PP 4PF2/VM 644PF24PF2 MM

4PDPPV-4P4 F2/F2/VMVM-64644P4PF2FPF2/VMD ///P 4PPV 444PF2/F44PF2/F4PF2/VMPF2/VMDD 4PPDPPVV 4PF2/VM 644PF2/V/P 4PP 4PF2/VM 644PF2/VM4PF2/VD 2

2

2

4

4

4

P- Series |   Var ious cho ice o f  doorphones depend ing to cus tomer ’s  needs  |
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WDR-2GD ■ Specification
 • Power source : DC 12V
 • Dimension : 87 X 120 X 18(mm)

Single house
Office

|   Wireless  Doorphone   |

WDP-180DS ■ Specification
 • Power source : 1.2V AAA, NI-MH 600mA
 • 1.8" color LCD
 • Dimension :
  Handset : 28 X 46.5 X 115(mm)
  Base : 133 X 81.5 X 52.5(mm)
 • Distance : 100m(open space) /
                         50m(indoor)

|   Dect Phone   |

WDP-180D ■ Specification
 • Power source : 1.2V AAA, NI-MH 600mA
 • 1.8 inch color LCD
 • Dimension :
  Handset : 28 X 46.5 X 115(mm)
  Base : 133 X 81.5 X 52.5(mm)
 • Distance : 100m(open space) / 
                         50m(indoor)

Features
Door answering / Door release /
3 extensions(WDP-180DS) / 
9 basic ring tones plus 8 true sound melodies / 
ID changeable(2types: caller 1, caller 2) / 
SMS features / 
5 languages support / 
Conference call (1 external / 2 internal lines) / 
Phonebook memories : 100 / 
Redial memories : 10 / 
Save 3 SOS number

|   Dect Phone   |

R 2GD

WDR-2GD WDP-180D

WDP-180DS

WDP-180DS

WDP-180DS

Wireless Door Phone |  W i r e l e s s  D o o r p h o n e  |  W i r e l e s s  I n t e r p h o n e |
|  W i r e l e s s  T e l e p h o n e  |
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Multi house
|   Door phone   |

Multi house
|   Door phone   |

Single house
|   Door phone   |

Single house

Single house

|   Door phone   |

|   Door phone   |

■ Specification
 • Power source : AC100~240V
 • Wall surface mounted type
 • Wiring : 2 wires
 • Dimension : 94X185X38(mm)

■ Specification
 • Power source : DC12V
 • Wall surface mounted type
 • Wiring : 2 wires
 • Dimension : 94X185X38(mm)

■ Specification
 • Power source : AC100~240V
 • Wall surface mounted type
 • Wiring : 2 wires
 • Dimension : 94X185X38(mm)

■ Specification
 • Power source : AC100~240V
 • Wall surface mounted type
 • Wiring : 5 wires
 • Dimension : 94X185X38(mm)

■ Specification
 • Power source : DC12V
 • Wall surface mounted type
 • Wiring : 4 wires
 • Dimension : 94X185X38(mm)

■ Specification
 • Power source : DC12V
 • Wall surface mounted type
 • Wiring : 4 wires
 • Dimension : 72 X 215 X 38(mm)

Features
2 Door release / Door lock Release /
Talk with a Visitor / 
5 colors(White, Pear, Gold, Silver, Wine)

Features
Talk with a Visitor / Door lock Release /
No additional adaptor for door release / 
Extention terminal board

Features
Talk with a Visitor /  Door lock Release / 
Two door  Release

Features
Room to Room call & Talk / 
Door lock Release / Talk with a Visitor / 
Master, Slave intercom

Features
Talk with a Visitor / Door lock Release
2 ADP in one household / Up to 40 house holds

Features
Talk with a Visitor / Door lock Release / 
Up to 40 house holds

Single house
|   Door phone   |

DP-KSS

DP-MHP

DP-HP01(M/S)

DP-2HPN

DP-2HPR

DP-2HP

Door phone

DR-20H

DR-20P

DR-2K

DR-201A

DR-2G

DR-20S

DR-20H

DR-20P

DR-2K

DR-201A

DR-2G

DR-20S

DR-20H

DR-20P

DR-2K

DR-201A

DR-2G

DR-20S

DR-20H

DR-20P

DR-2K

DR-201A

DR-2G

DR-20S

DR-nKSDR-nKM DR-nAM DR-nAS

DR-nKSDR-nKM DR-nAM DR-nAS
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CM-801/800

CM-810 /800S

CM-810M ■ Specification
 • Power source : DC 12V 250mA
 • Wiring : 3 wires +n
 • Dimension : 183 X 169 X 41(mm)

Features
Calling ID display on FND display Adjustable 
sound level / Expendable up to 10 pcs /
Adjustable sound level depending on its environments / 
Enabling long communication through PTT

Substitution unit for 
CM-206M / 211M

■ Specification
 • Power source : DC 12V 250mA
 • Wiring : 2 wires +n
 • Dimension : 183 X 169 X 41(mm)

Features
Calling ID display on FND display Adjustable 
sound level / Expendable up to 10 pcs /
Adjustable sound level depending on its environments / 
Enabling long communication through PTT

Substitution unit for 
CM-200 / 204 / 206 / 211

■ Specification
 • Power source : DC 12V 250mA
 • Wiring : 2 wires +n
 • Dimension : 183 X 169 X 41(mm)

Features
Enabling long communication through 
PTT function /Calling to household / 
Indicating in-use status

Substitution unit for
CM-200 / 201

Office,Institute,
Hospital,
Restaurant etc.

Office,Institute,
Hospital,
Restaurant etc.

Office,Institute,
Hospital,
Restaurant etc.

|   Digitalized Intercom   |

|   Digitalized Intercom   |

|   Digitalized Intercom   |

Intercom
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TP-1K ■ Specification
 • Power source : DC 6V, 300mA
 • Wall surface mounted type
 • Wiring : 2 wires
 • Dimension : 98 X 215 X 38(mm)
 • Distance : 100m(0.65Ф)

Features
1:1 intercommunication ( Mutual call) /
Flexible & Variable installation by adopting 1.5 battery /
Applicable to Hospitals, Guard station, office environments / 
Calling

Hospital, Institute,
Factory, Office|   Inter phone   |

TP-nKP ■ Specification
 • Power source : DC 12V, 250mA
 • Wall surface mounted type
 • Wiring : 
  Common 4 wires + n(number of unit)
 • Dimension : 98 X 215 X 38(mm)
 • Distance : 100m(0.65Ф)

Features
Variable system composition ( 6 or 10 household) /
Effective calling to all units by Paging function / Easy identification 
of which sub-unit is in use by LED indication / Calling & paging / 
Broadcasting

Hospital, Institute,
Factory, Office|   Inter phone   |

TP-90AN ■ Specification
 • Power source : DC 24V, 120mA
 • Wall surface mounted type
 • Wiring : Common 10 wires
 • Dimension : 114 X 216 X 33(mm)
 • Distance : 100m(0.65Ф)

Features
Calling / Exchanging / PAGING /
Speaker phone / 3 Channel simultaneous communication / 
Group call / broadcasting / Caller ID display on FND display / 
Privacy function / Expandable up to 90 pcs

Large office,
Institute, Factory|   Inter phone   |

TP-nAC ■ Specification
 • Power source : DC 12V, 250mA
 • Wall surface mounted type
 • Wiring : Common 4 wires
 • Dimension : 114 X 216 X 33(mm)
 • Distance : 100m(0.65Ф)

Features
Variable system composition ( 6 or 12 household) /
ID setting by DIP Switch / Effective calling to all units by Paging 
function / Easy identification of which sub-unit is in use by LED 
indication / Possible to use door phone by enabling DR-DW2N 
connection / Door lock release / Calling & paging

Office, Hospital,
Factory, Institute|   Inter phone   |

TP-12AM ■ Specification
 • Power source : DC 24V, 500mA
 • Wall surface mounted type
 • Wiring : Individual 2 wires
 • Dimension : 114 X 216 X 33(mm)
 • Distance : 1Km(0.65Ф)

Features
Supporting up to 12 pcs of TP-K (Sub-unit) /
Covering total system just through one power installation
( RF-2AS or RF-2A) / Convenient caller identification by 
adopting red led / Calling to each station / LED indication

Office, Hospital,
Factory, Institute|   Inter phone   |

WI-2B/3SN/4C ■ Specification
 • Power source : 
   AC 100 / 110 / 220 / 230V, 
  50/60Hz, 200mA
 • Wiring :Wiresless
 • Dimension : 
  WI-2B : 144 X 142 X 47(mm)
  WI-3SN : 186 X 133 X 44(mm)
  WI-4C : 184 X 138 X 44(mm)

Features
High Audio quality adopted PLL function 
(Phase Locked Loop) / No cross of wires / 
Available to install anywhere with AC outlet / 
Enabling long communication through PTT 
(priority call function) / Calling to household / 
Adjustable sound level / Indicating in-use status

Office, Institute,
Hospital, Restaurant etc.|   Wireless Intercom   |

Wireless Intercom

Inter phone
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DRC-500LC/

RF

DRC-600LC/

RF
DRC-481LC/

RF
DRC-500S DRC-600S DRC-4MC

NEWNEW
DRC-40CI

Flush Mounted type Flush Mounted type Flush Mounted type Flush Mounted type Flush Mounted type Wall surface 
Mounted type

Flush Mounted 
type

50m( 0.65)

230 x 260 x 9[74](mm)
236 x 400 x 100(mm)
(Flush Box Dimension)

Monitoring and talk 
with a visitor /
Door lock release /
Each pin setting per 
a house / RF card /
Calling and talking 
with household & 
Guard station

Monitoring and talk 
with a visitor /
Door lock release /
Each pin setting per 
a house / RF card /
Calling and talking 
with household & 
Guard station

Monitoring and talk 
with a visitor /
Door lock release /
Each pin setting per 
a house / RF card /
Calling and talking 
with household & 
Guard station

Monitoring and talk 
with a visitor /
Door lock release 

Monitoring and talk 
with a visitor /
Door lock release 

Monitoring and talk 
with a visitor /
Door lock release /
Each pin setting per 
a house / RF card /
Calling and talking 
with household & 
Guard station

Monitoring and talk 
with a visitor /
Door lock release /
Each pin setting per 
a house / RF card /
Calling and talking 
with household & 
Guard station

50m( 0.65)

250 x 276 x 2[61](mm)
236 x 256 x 80(mm)
(Flush Box Dimension)

50m( 0.65)

212 x 362 x 22[63](mm)
236 x 400 x 100(mm)
(Flush Box Dimension)

50m( 0.65)

250 x 276 x 2[61](mm)
236 x 256 x 80(mm)
(Flush Box Dimension)

50m( 0.65)

212 x 362 x 22[63](mm)
236 x 400 x 100(mm)
(Flush Box Dimension)

50m( 0.65)

96 x 155 x 32.5(mm)

50m( 0.65)

92 x 172 x 16[48]
(mm)

PAL, NTSC
 Convertable
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DRC-4CH(Color)

DRC-4BH(B/W)

DRC-40CS(Color)

DRC-40BS(B/W)

DRC-4CG(Color)

DRC-4BG(B/W)

DRC-4CP(Color)

DRC-4BP(B/W)

DRC-4DC(Color)

DRC-4DB(B/W)

DRC-403DCF(Color)

DRC-403DF(B/W)
DRC-40CK

DRC-nAC2/nAB2
(n : 2,4,6,8,10,12,14,16)

Wall surface 
Mounted type

Wall surface 
Mounted type

Wall surface 
Mounted type

Flush Mounted 
type

Wall surface 
Mounted type

Wall surface 
Mounted type

Wall surface 
Mounted type

Flush Mounted 
type

Monitoring and talk 
with a visitor /
Door lock release 

Monitoring and talk 
with a visitor /
Door lock release 

Monitoring and talk 
with a visitor /
Door lock release 

Monitoring and talk 
with a visitor /
Door lock release 

Monitoring and talk 
with a visitor /
Door lock release 

Monitoring and talk 
with a visitor /
Door lock release 

Monitoring and talk 
with a visitor /
Door lock release 

Monitoring and talk 
with a visitor /
Door lock release 

50m( 0.65) 50m( 0.65) 50m( 0.65) 50m( 0.65) 50m( 0.65) 50m( 0.65) 50m( 0.65) 50m( 0.65)

116x 169 x 42(mm) 93 x 135 x 30(mm) 94 x 136 x 34(mm) 125 x 183 x 29[50]
(mm)

87 x 120 x 18
(mm)

50 x 118 x 16
(mm)

65 x 162 x 22.5
(mm)

123 x 316 x 16[48]
(mm)

PAL, NTSC
 Convertable

PAL, NTSC
 Convertable

PAL, NTSC
 Convertable

PAL, NTSC
 Convertable

PAL, NTSC
 Convertable

PAL, NTSC
 Convertable

PAL, NTSC
 Convertable
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